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ADDENDUM 

 

Scope: The requirements herein provide additional guidance for G&W suppliers  of the JLTV 
program 

1. Supplier QMS Qualification 
 
For Suppliers of JLTV Components: All suppliers at a minimum shall be certified to the 
requirements of the ISO 9001:2015 or IATF 16949 standards 
 

2. Sub-tier Supplier QMS Qualification 
 
The supplier is responsible for ensuring all sub-tier suppliers comply with all Order 
requirements. The supplier shall have a process in place to ensure that all sub-tier suppliers 
maintain or achieve a Quality Management System (“QMS”) that is compliant to the 
requirements of the ISO 9001 or IATF 16949 standards. The QMS compliance plan should 
target completion within 12 months of contract award. This process shall include:  
• All applicable statutory and regulatory requirements and special product and process 
characteristics shall be flowed down to sub-tier suppliers.  
• Required adherence to the G&W Supplier Quality Manual on all Purchase Orders issued 
that are related to the manufacturing or processing of G&W components and assemblies.  
• A documented procedure or workflow which describes how parts are qualified and 
approved for use within the supplier’s facility. This procedure or workflow shall address how 
sub-tier process changes will be communicated to the supplier and in turn submitted to 
G&W. 
 

3.  File Transfer Protocol Access (FTP) 

JLTV Suppliers are required to use G&W’s FTP location to upload quality documentation (i.e. 
prints, technical specifications, PPAP documentation). If you are a new supplier or do not 
have access to the FTP, please contact G&W’s IT Department at 
ftp@gandwproducts.com  for this program. 
 
To access this site, click on the link: 
https://ftp.gandwproducts.com/WebInterface/login.html  After accessing the site, you will 
be asked to enter your username and password. Your username: {user_name} 
 
You will receive a separate email with your password. Once you have entered the site, your 
files will be located inside the folders containing your company’s name.  You may then 
check the box next to the file and select “download” from the column header.   
Please notify the G&W Quality Department at quality@g&wproducts.com when you upload 
documents. 
 
The files will be accessible to you for 7 days.  After that time, they will be removed from the 
site 
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4. Advanced Product Quality Planning (“APQP”) 
 
Advanced Product Quality Planning Requirements: APQP is defined process or 
methodology as documented by the Automotive Industry Action Group (“AIAG”) to develop 
products or services.  
 
The supplier shall adopt this structured methodology for any new or revised 
process/part utilizing the AIAG’s APQP and Control Plan manual for all parts produced 
for JLTV. This structured approach to new and revised product planning will enable the 
supplier to e ectively launch new and revised products and ensure controls are established 
to achieve quality standards and customer satisfaction. The supplier should possess the 
latest edition of all AIAG Core Quality Tool Manuals including the AIAG manuals listed 
below:  
 
APQP – Advanced Product Quality Planning and Control Plans  
PPAP – Production Part Approval Process  
FMEA – Failure Modes E ects Analysis  
SPC – Statistical Process Control  
MSA – Measurement Systems Analysis  
 
Reference: The above manuals can be obtained at www.aiag.org  
 

5. Production Part Approval Process (“PPAP”) 
 
PPAP defines the common requirements and process for how production parts are 
approved. The purpose of PPAP is to determine if all customer specifications and  
requirements are properly understood by the supplier and that the manufacturing process 
has been verified to produce product consistently meeting these requirements during an 
actual production run.  
 
PPAP shall apply to internal and external organizational sites supplying production parts, 
service parts, production materials or bulk materials.  
 
For Retention/Submission Level Requirements, see Table 4.2, of the AIAG PPAP Manual, 4th 
Edition (Reference PPAP Requirements chart). For all current and future supplied product, 
internal PPAP's shall be conducted annually and made available upon request. The PPAP 
submission is level is 3. No JLTV component parts may be shipped without PPAP approval.  
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PPAP Level 3 Requirements 

 

ARMOR MATERIAL REQUIREMENTS 

Traceability of Armor Materials 

The supplier shall maintain a program that enables traceability of any armor material 
(opaque armor and transparent armor) used as a component of system survivability back to 
its source of supply. At a minimum, the following requirements shall apply: 

A. Ballistic Grade Steel and Aluminum:  
Traceability: The supplier shall ensure all materials are traceable from the heat and 
plate lot acceptance and ballistic test report, through processing such as cutting, 
blanking or other operations resulting in the final part configuration. Traceability up to 
the point of the plate cutting does not release the supplier from the responsibility that 
the final system meets all the specifications of the drawing.  
 
Hardness Testing: For steel armored components, hardness testing to the applicable 
specification must be completed prior to cutting, blanking or other operations resulting 
in the final part configuration. Test results must be included with the traceability record.  
 

B. Transparent Armor:  
Traceability: The supplier shall ensure that all materials are traceable to the 
manufacturing lot and ballistic test results from the source of supply.  
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C. Composite Armor:  
Traceability: The supplier shall ensure that all materials are traceable to the 
manufacturing lot and ballistic test as defined on the drawing or specification.  
 

D. Control Plan:  
A control plan per AIAG APQP and Control Plan Manual that defines the process to 
control, document traceability and testing of these materials must be submitted to 
G&W Quality for review and acknowledgement. 
 

E. Records:  
Records of traceability must be retained in accordance with the record retention 
requirements of the Purchase Order.  
 

F. Ballistics Testing: Ballistic  
Testing shall be conducted with Government approved sources. 
 

G. Shipment:  
Supplier shall not ship any products that do not have verifiable material certifications 
without prior approval from G&W. 

 

6. Commercial o  the Shelf (COTS) Components 
 
A. Commercial o  the Shelf (COTS) Components are items sold in the commercial 

marketplace. These parts are commercially available, unaltered, and may be procured 
through distributors. The contractor shall always request the production process 
documentation prior to receiving the PPAP submittal from vendor.  At times the 
contractor may be unable to attain the data for all 18 elements specified above to 
include within the PPAP package for COTS components. In these cases, the supplier 
shall provide the minimum PPAP elements (1, 2, 3, 9, 14, 15, 17, and 18). The sub tier 
supplier is expected to demonstrate / a irm conformance with supporting PPAP 
documents or Certificates of Conformance (C of C). In cases when the sub tier supplier 
does not have the remaining PPAP elements, a C of C shall be attained. The C of C letter 
shall; a irm the article is commercially available, be on the supplier’s company 
letterhead, include the part number, include the part revision level, be signed by a 
representative within the contractor’s organization that has decision making authority.  
The C of C letter shall positively a irm that the part meets the requirements within the 
print (Reference Section 4) 
 

B. “COTS Plus”: Parts that are commercially available, but have additional performance 
requirements, or parts that are deemed important to the JLTV system design (because of 
the part’s application). If the suppliers catalog page does not include all print 
specifications, the contractor is responsible to complete the remaining testing.     
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7. JLTV Special Characteristics Requirements 
 
A. Special Characteristic Definitions and Requirements: In accordance with the AIAG 

PPAP Manual (Fourth Edition), special characteristics are defined as product 
characteristics or manufacturing process parameters which can a ect safety or 
compliance with regulations, fit, function, performance, or subsequent processing of 
product. There are two types of special characteristics: Critical Characteristics and 
Significant Characteristics:  

• Critical Characteristic (CC): A product characteristic or process parameter that can 
potentially a ect compliance with government regulations, safe vehicle operation, or 
safe equipment function.  

•Significant Characteristic (SC): A product characteristic or manufacturing process 
parameter which can a ect fit, function, performance, or impact subsequent 
processing of product.  

B. Critical and Significant Characteristics shall be assigned based on the Severity and 
Occurrence data derived from Process Failure Mode and E ects Analyses (PFMEA). 
Criteria for assignment of special characteristics shall be in accordance with the  
Criticality Matrix on the next page. All special characteristics shall be documented on 
the corresponding control plan.  
 

C. Critical Characteristics shall be identified, recorded, and implemented when a PFMEA 
Severity Rank of 9 or 10 is identified regardless of the corresponding Occurrence Rank. 
All items identified as a Critical Characteristic shall demonstrate a minimum CpK  
(Process Capability Index) of 1.67, shall demonstrate a robust Government approved 
error-proofing system that ensures product conformance, or be subject to 100% 
inspection. 

 
D. Significant Characteristics shall be identified, recorded, and implemented when a 

PFMEA Severity Rank of 5, 6, 7, or 8 is identified with a corresponding Occurrence Rank 
of 4, 5, 6, 7, 8, 9, or 10. All items identified as a Significant Characteristic shall 
demonstrate a minimum CpK of 1.33, shall demonstrate a robust Government-
approved error proofing system that ensures product conformance, or be subject to 
100% inspection. 
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E. 100% inspection shall be treated as a last resort for the control of special 
characteristics and shall only be permitted for a period of 6 months from initial 
implementation. If 100% inspection is employed, the inspection must be performed as 
a separate inspection task after the specific assembly, manufacturing, or installation 
task is complete. 100% inspection shall not be performed by the employee performing 
the initial assembly, manufacturing, or installation task.  
 

F. Traceability Marking for Components with Special Characteristics  

All parts with special characteristics need to be traceable to the lot or date of 
manufacturing relevant to the special characteristic. They must be marked such that 
G&W can ensure traceability to the end item produced or installed kit. Marking must 
include scannable format which could include barcode, QR codes, RFID or agreed upon 
scanning methodology to ensure G&W can read and store lot or date of manufacturing 
information.  

G. Assignment of PFMEA Severity Ranks  
 
a. Assignment of PFMEA Severity Rank values shall be in accordance with PFMEA 

Severity Rating Scale, respectively. If there is any disagreement between criteria for 
assignment of Severity Rank in the table, the most severe (highest) rank value shall 
always be utilized.  The following definitions apply:  

i. Primary Function: A function for which loss or degradation:   
1. Incurs a Hardware Mission Failure (HMF) in accordance with the JLTV 

Failure Definitions and Scoring Criteria (FDSC), or 
2. Results in a Non-Mission Capable (NMC) status, or 
3. Results in failure of the vehicle/item  

ii. Secondary Function: A function for which loss or degradation:  
1. Incurs Essential Function Failure (EFF) in accordance with the JLTV 

Failure Definitions and Scoring Criteria (FDSC), or  
iii. Tertiary Function: A function for which loss or degradation:  

1. Incurs a Non-Essential Function Failure (NEFF) in accordance with 
the JLTV Failure Definitions and Scoring Criteria (FDSC),  

2. Results in failure of the vehicle/item to achieve a Tier 3-5 
Requirement identified in the JLTV Purchase Description, or 

3. Results in on-condition maintenance actions of consumable items 
(tires, filters, etc). 
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b. Assignment of PFMEA Occurrence Rank values shall be in accordance with the 
PFMEA Occurrence Rating Scale table. If there is any disagreement between criteria 
for assignment of an Occurrence Rank in the table, the most severe (highest) rank 
value shall always be utilized. When determining occurrence scores, data from all 
sources shall be considered, including but not limited to the following items:  

i. Test failures and Test Incident Reports (TIR’s)  
ii. Defects identified in the production process  

iii. Defects identified during inspection for Government acceptance  
iv. Defects identified after the product has been delivered to the field 
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c. Assignment of PFMEA Detection Potential Ranks shall be in accordance with PFMEA 
Detection Potential Rating Scale. Detection Potential Ranks are not considered in 
the assignment of special characteristics, but shall be utilized in determining Risk 
Priority Number (RPN) values. 

 


